Tension & Compression Force Sensors
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¢ 15 5Mi&/Features & Applications
® SE(E, THE/N

® HI/ENNE

©® AT, Nt BT, SHITURERRS

©® SEMEE. BHafftAE. 3CHmUR. FegR-RER. ETiel. MEAS, &8
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@ low profile,small deflection

@ Tension and compression application

@ Mainly used for pull and push dynamometer,hopper scale and industrial measuring system
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WENE Capacity 510,20,50,100,200,250,500
1000,2000,3000,5000kg

M RBE Sensitivity 2.0£2.5%mVN

FEoa Zero balance 0.02mVvN

E[257 Non-linearity 0.03%F 5.

e Hysteresis 0.03% F.S.

=284 Repeatability 0.03%F.S.

#2735 (30min ) Creep(30min) 0.03%F.S.

BEIBEZR Temp.effect on output 0.02%F.S./10C

TRREZD Temp.effect on zero 0.02%F.S./10C

i NE PR Input impedance 385+50Q

i ERE Output impedance 350+ 10Q

HRLREBIE Insulation =5000M Q/100VDC

BUREE & Recommended excitation =1

RAHMEBE Maximum excitation Voltage 20V

mEMETE Compensated temp range -10~40°C

T{ERETE Operating temperature range -20~70°C

Eea=an] Safe load limit 150%F.S.

IRIR TS Breaking load 200%F.S.

BHRERYT Cable size ®5x3000mm

[aps] Material Aluminum (4844 ) 5~500kg
Alloy steel (&&4K) 1~5t

Vik/ae=2e IP Class IP66

Cp(kg) A B C D E
5kg~500kg 80 39 040 060 17
1t-5t 120 54 040 060 30
Cp(kg) F G H
5kg~500kg 77 ®20 2-M10 x 1.5%F12
1t=5t 77 36 2-M20x 1.5%20
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