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Bolt Preload Force Sensor

1113

Specifications

MESE Capacity 50,100,200,500,1000N
2 Sensitivity 1.5%20%mV/V.

Bt ] Zero balance + 0.05mV/V

JELettE Non-linearity 000%F 5.

imha Hysteresis 0.20%F.S.

BEM Repeatability 0.20%F.S.

$=7F (30min ) Creep(30min) 0.20%F.S.

REIHEZER Temp.effect on output 0.05%F.S./10C
EOEEZER Temp.effect on zero 0.05%F.S./10C
LEPNEE] | Input impedance 700£20Q

HHEB e Output impedance 700+10Q

s Gl Insulation =5000MQ/100VDC
BREBE Recommended excitation 5~15V.

AR E Maximum excitation Voltage ~ 20V

IREAMESEE Compensated temp range -10~60C
TERECE Operating temperature range ~ —20~80C

REHT Safe load limit 150%F.S.

{5228 E= Breaking load 200%F.S.

BRASA R Cable size $3x4000mm
PHES Weight approx. 0.1kg

g Material Stainless Steel ( R )
a2 IP Class IP66
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¢ 5 5Hi&/Features & Applications

® SEM, THE/N, IMERI N

©® REEIR

® [HIFER . IP66, STEH

@ SEEEK. BaitAL. 3CHTRIUE. MR~
RAK. BTN, NBSAGE, SEARRAEMT
W WEREH RS

©® MM RRES

® Low profile, small deflection and mini dimension
@ Made of stainless steel

@ P67 protection, customizable

@ Suitable for Automotive press fit, automated
assembly, 3C products testing, new energy product
assembly, medical testing, robotics, mold assembly
and other industrial testing and control system

® High dynamicresponse frequency

& 5 /Load Direction
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& ftZ&E/ Wiring Code

EXC+ Red ()
SIG+ Green(4%)
Shield R#k%

SIG- White(H)
EXC- Black()




